1. Computer Desk Counters, made of all 18mm. ISI/ Brand Resin Bonded, Termit Resistance and Water Resistance Board, covered with mat finish Laminated Sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive. The Counter table top edge finished with wooden liping. Counter height $2^{\prime}-6$, table top size 35 " and 12 mm . Modi-float glass with etching of Bank's logo and high polish fitted with slanting type wooden stand setting on the table top of the counter, having one Telescopic computer Key-Board Trey, one Telescopic Channel Drawer with Drawer Lock and Drawer Handle with CPU keeping arrangement including painting (Asian Paints)complete.
2. Cash Counters, made of all 18 mm . ISI Brand Resin Bonded, Termit Resistance and Water Resistance Board, covered with mat finish Laminated Sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive. The Couter table top edge finished with wooden liping. Counter height 3 ' -6 , table top size 35 " x 60 " x 30 "ht., having two Telescopic Channel Drawers with Drawer Lock and Drawer Handle with painting (Asian Paints)complete.
3. Partition for front, back and side for Cash Counter, made of 2 " $x 2$ " size quality seasoned wooden post of height $7^{\prime}-6$ ", middle portion covered with 3 "size aluminium grill fitted with ornamental wooden bit, lower \& upper portion of the partition both sides covered by 6 mm . ISI Brand Resin Bonded, Termit Resistance and Water Resistance Board, covered with mat finish Laminated sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive and front side of the cash counter covered with two parts of 12 mm . Modi-float glass with etching of Bank's logo and high polish having "Counter cutting", fitted with ornamental wooden bit, painting (Asian Paints)and vernishing complete (Having one Door with all necessary fiitings including Door Lock chhitkani (Door Lock will not be provided) and front upper portion of the cash counter should be box type cover and 16 "Customer desk of Cash Counter for transaction should be Marbel finish).
4. Low Height Partition for Manager, Credit Manager and Officer's Chamber, made of 2 " x 2 " size quality seasoned wooden frame of $3^{\prime}-0$ " height both sides covered by 6 mm . ISI Brand Resin Bonded, Termit Resistance and Water Resistance Board with mat finish Laminated Sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive, and above the wooden partition 12 " height 12 mm . Modi-float glass with etching of Bank's logo with high polish fitted with ornamental wooden post, painting (Asian Paints)and vernishing complete. (Swing Door where necessary)
5. Wooden Partition for covering of Toilets(Front side) and Canteen Area made of 2 "x2" size quality seasoned wooden frame of 7' -0 " height both sides covered by 6 mm . ISI Brand Resin Bonded, Termit Resistance and Water Resistance Board with Mat Finish Laminated Sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive with fitting-fixing complete.
6. Wooden Display cum Notice Board of size $5^{\prime}-0$ " $\times 3^{\prime}-0$ ", made of all 12 mm . ISI Brand Resin Bonded Board fitted with $1 / 2 "$ soft board, covered with quality velvet cloth with fitting-fixing and painting complete
7. Writing table, made of all 12 mm . ISI Brand Resin Bonded Water-Resistance Board, sides and top covered by mat finish laminate sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive with fitting-fixing and painting complete.
8. Letter/ Suggestion/Complaint Box of std.size, made of all 12 mm . ISI Brand Resin Bonded Water-Resistance Board, covered by mat finish laminate sheet (Bank Approved Colour) pasted by using Fevicol Synthetic Adhesive with fitting-fixing complete.
